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PHOTO SENSITIVE

The RM3002 is an NPN silicon planar photo sensitive Darlington Compound Amplifier. - This device DARLINGTON COMPOUNl

combines a lens window with an integral light sensing amplifier. The result is extreme sensitivity in AMP“FIER

a very small package. Theplanar construction and the stringent process controls prevalent at Raytheon

insures the ultimate in reliability.

MECHANICAL DATA NPN PLANAR
CASE: JEDEC TO-18 CONNECTION DIAGRAM: FEATURES
TERMINAL CONNECTIONS: - 3 ® High Sensitivity

Lead ! Emitter ’ ® 3 Lead Configuration .
Lead 2 Base o Hi ol
Lead 3 Collector (Electrically connected 2 High Stability
to case) ¢ Low Noise
® High Gain
ELECTRICAL DATA |
MAXIMUM RATINGS:
Collector to Base Voltage VCBO e e e e e e e e C et e s et e e e e e . 60volts
Collector to Emitter Voltage (RBESIOQ)VCER ¢ v b e e s s e s a e« o e s ve v . 40 volts
Collector to Emitter Voltage VCEO e e e e e C e e e e e s e e e e e e 30volts
Emitter to Base Voltage Vipne v v v v v v i iin it . . 7.0 volts l I
Total Device Dissipation ° :
@ Case Temperature 25 g e e e e e e e e e e e e e e e e e e e e e . . 1.8 watts ENS D1A.
@ Case Temperature 100 C v v v v v v v v v n e e e et e e e e e e e e .. 1,0 watt o‘ 015
@ Free Air Temperature 25 C. . . . . .. .. e e e e e <« .. 0.5 watt 209 DIA:
Junction TEMPETratUre « « ¢« ¢ ¢ v« o ¢ v o vt o o o o o o e te st e e e . =65 to+20()oC
Storage TempeTatUIe « v v v v o 4 4 4 o s 0 o o o 0 s ot v e e e e e . . =65 to+300°C :320
(o)
ELECTRICAL CHARACTERISTICS: @25 C (unless otherwise noted)
PARAMETER SYM. CONDITIONS MIN, MAX., . UNITS
= - MAX
Dark Current ICEO VCE 20 V 10 muA 030
Dark Current ICEO VCE=iO A% - 100 uA
T=150" C
Collector Dark Current ICBO VCB=30 A% —— 10 muA
Collector Dark Current ICBO : VCB=?:)0 A -—- 15 uA
T=150" C
Light Current Sensitivity Vop=12 25 . uA/ft. Candle

100 foot candle
illumination level

ALIGNMENT:

3
\ . Maximum sensitivity falls within a 20° cone
20° whose axis coincides with the central axis of . ) ‘
= =‘_ / the lens. .036 ggg
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